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DESKTOP TYPE

Air tank

Air Tanks

Specifications

Installation direction

Media

Maximum operating pressure

Ambient temperature range

Built-in tank capacity

Connection port

Mass

Model 

Item
DPT-Y18

Air

Horizontal

DPT-T18

Vertical

0.8 MPa [116 psi.]

0 to 40°C [32 to 104°F] (No freezing) 

1800 mR[109.82 in.3] 

Quick fitting for tube with outer diameterφ6 mm [0.236 in.]Note

3.2 kg [7.1 lb.]

Note: For the tubes used, see p.751 on piping and wiring.

Pneumatic Circuit Diagram

Option：-V

OUT portIN port

Drain port

Order Codes

DPT - -

Tank capacity

18：1800 mR

18：[109.82 in.3]

Desktop type 

air tank

Installation direction

Y：Horizontal

- 18

T：Vertical

Drain port

P：With block-off plug

V：With hand valve

Assembled option

Blank：None

P：With block-off plug
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IN port

(quick fitting for φ6)

Drain port

(With 
block-off plug)

OUT port

(quick fitting for φ6)

(Optional
order code: -P)

Block-off plugNote

Block-off plugNote

(quick fitting for φ6)

Drain port
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Dimensions of Air Tank mm [in.]
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(Optional order code: -P)

Block-off plugNote

Block-off plug Note

OUT port

(quick fitting for φ6)

IN port

(quick fitting for φ6)

Drain portNote

(With block-off plug)
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15.3 [0.602]Drain port

(quick fitting for φ6)

DPT-T18-P(-P)
(Vertical)

DPT-T18-V

Note: During use, remove the

block-off plug on the OUT

port.

Other than for draining

collected l iquid, never

remove the block-off plug

on the drain port.

Note: During use, remove the

block-off plug on the OUT

port.

Other than for draining

collected l iquid, never

remove the block-off plug

on the drain port.

DPT-Y18-P(-P)
(Horizontal)

Options

DPT-Y18-V


